
> DTX-1500
NETWORK MEASUREMENT 
HARNESSES

DESCRIPTION

KEY FEATURES

 21.6 cm x 11.2 cm x 6 (cm) 
 0.70 x 0.36 x 0.19 (ft)

 1.1 (kg) 
 2.4 (lbs)

SIZE

WEIGHT

All aircrafts
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The DTX-1500 CableAnalyzer gives a complete solution that streamlines every aspect
of the certification job – from setup, to testing and troubleshooting, to reporting results to the
customer. The DTX-1500 performs Class E/Cat 6 certification tests in just 9 seconds and
Class EA/Cat 6A in 22 seconds – in full compliance with industry standards and with
superior accuracy. This incredible speed means you can test hundreds of links in an eighthour
shift. When a link fails, the DTX-1500 provides quick, easy-to-understand directions to identify the
point of failure (distance from the tester) and the possible reasons for the failure. 

- Speed of Autotest: Full 2-way Autotest of Category 5e  	
  or 6/ Class D or E: 9 seconds; Full 2-way Autotest of  	
  Category 6A/Class EA: 22 seconds
-  Maximum frequency : 500 MHz
- Test Result Storage 250 with graphical data; >1500 	
  without graphical data
 DTX-1500 CableAnalyzer includes:
- DTX-1500 CableAnalyzer with lithium-ion battery pack
- DTX-1500 SmartRemote with lithium-ion battery pack
- Two Cat 6A/Class EA channel adapters
- One 15 cm (6-inch) RJ45 reference patch cord
- USB cable for PC communications
- Two AC adapters

APPLICABILITY

Case: 50 x 35.5 x 4.5 (cm)
          1.64 x 1.16 x 0.14 (ft)


