
> GA90
Mobile Ground Power Unit

DESCRIPTION

KEY FEATURES

3.2 x 1.7 x 1.5 (m) 
10.49 x 5.57 x 4.92 (ft)

2150 (kg) 
4740 (lbs)

SIZE

WEIGHT

TIGER,  AS332, AS532, NH90.
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This Ground Power Unit ensures the supply of electrical power especially for military aircraft. 
Their ultra-sturdy design is fully protected against corrosion and is engineered to withstand harsh 
conditions in airport environments.
The GA90 generator is a versatile group capable of simultaneously delivering 400 Hz - 115 / 
200V three phase alternating current and 28.5V and 112V DC. 

- Turbo diesel engine (2182 rpm,129 kW)
- 260 liters fuel tank (8 to 20 hours autonomy).  
- Water cooled 
- Air transportable
- Steel frame, anti-corrosion coating
- Polyester canopy (easy access for maintenance)
- Leading front axle with ball bearing
- Automatic braking when tow-bar is raised of lowered
- Cables storage compartments on each side of the unit
- Pneumatic tyres 600x9
- Temperature: -30 to +50°C (-22 to +122°F)
- Elevation: 1500m @ +35°C
- Accepted fuels: Diesel EN590, Jet fuel F-34, F-35, F-44, F-63

APPLICABILITY


